INSTALLATION and ABELCAM SETUP

1) Putkpcli ent. exe andvkpul se. exe in a directory of your choice. Any directory isdi, but the
examples in this readme assume the files a@ irK8055.

2) Putk8055. ht m in your\ program fil es\ Abel Caml www oot directory.

3) Plug the K8055 card into a USB port and make sumeWindows has recognized it. Output 8 LED should
blink a few times, and then go off. If Output 8 LEDstays lit, Windows has not recognized your Gard you
need to resolve this problem before continulmgportant: the K8055 must be plugged in and recognized by
Windowsbefore you run this software!

4) If more than one K8055 is connected to your systaig,software will use the card with the lowestigass set
on its jumpers.

5) Set up a command in AbelCam like this:
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6) Launchvkpul se. exe from Windows Explorer.

7) Point your web browser at the k8055.html page andshould see some results. The URL should be $imget
like: http://servernane: 8080/ k8055. ht 1 Host name and port will need to match your actual
machine and AbelCam configurations. Then, in tlenser, click the Trigger 1 ON button. Output 1 ba t
K8055 should blink once, and a green message “OKRAShould appear in the browser.

See readme-server.pdf for K8055 server configuration help!



INCLUDED FILES

vkpul se. exe

kpclient. exe

kpclient. cgi

k8055. ht ni

k8055cgi . ht

Runs in the System Tray, maintaining a connecti@8055 Card and
keeping track of 1/O state.

An instance of this program runs each time a Welwber loads the

Command Address URL. This program is told whatddyg arguments passed

in the Command Address URL — see below for moreildett connects to

vkpul se. exe, sends it a command that is forwarded to the K828 and
receives a response back. It then constructs @ssi€or error) message in HTML,
outputs the HTML back to AbelCam (which forwardsiit to the browser) and
terminates.

Same agpcl i ent . exe, for use with Apache webserver. Not used withAbelCam
webserver.

An example Web page providing a simple push-butiser interface. Below the buttons
is an IFRAME which serves as a container for theviiTeturned bykpcl i ent . exe.
The IFRAME does not need to be visible in your yEages but it's very handy to have it
visible while testing, so you can see any erroas dine returned.

Same a&8055. ht mi , for use with Apache webserver. Not used withAbelCam

webserver.

COMPLETE LIST OF ABELCAM COMMAND URL CALLS

/ K805571
/ K8055?10

/ K8055?2
/ K8055720

/ K8055?3
/ K8055?30

/ K805574
/ K8055?40

/ K805575
/ K8055?50

/ K8055?76
/ K8055760

/ K8055?7
/ K8055?70

/ K805578
/ K8055?80

Vist http://www.k8055.info for mor e information and FREE K 8055 softwar e.

Activate outputs that are checked in Trigger 1 Goiu
Deactivate outputs that are checked in Trigger tLi@n.

Activate outputs that are checked in Trigger 2 @Guoiu
Deactivate outputs that are checked in Trigger Ru@n.

Activate outputs that are checked in Trigger 3 @Guoiu
Deactivate outputs that are checked in Trigger Ri@no

Activate outputs that are checked in Trigger 4 @Goiu
Deactivate outputs that are checked in Trigger Wi@no

Activate outputs that are checked in Trigger 5 @Goiu
Deactivate outputs that are checked in Trigger bi@no

Activate outputs that are checked in Trigger 6 Guoiu
Deactivate outputs that are checked in Trigger &i@n

Activate outputs that are checked in Trigger 7 @Goiu
Deactivate outputs that are checked in Trigger [i@no

Activate outputs that are checked in Trigger 8 @Goiu
Deactivate outputs that are checked in Trigger Bi@o




